








Quick Start Guide Reference Diagrams

Connecting to your DAC: Quark Server setup - Rear View

. From your Roon remote app, go to Settings/Audio

- Find and enable your DAC. Disable all others if applicable. 15A SR power 16A small fast blow fuse Ethernet to network
cable to wall outlet (SR Master Fuse included)
Manual Reset *Ground Plane USB to DAC,

(Hold until light turns off) (To SR Ground Conditioner) USB to Hard drive (optional)
* Ground Plane - Ground plane designed for use with Synergistic Research ground blocks and Synergistic
Research grounding cables only (sold separately).

. Click “Select an audio zone”.
. Select your DAC.

ULF Bias setting

(Press and release to change)

Placement:

. Locate your Synergistic Research Quark Server on an audio rack shelf or an isolated amp stand. It is
necessary to ensure at least 5 inches of clearance above the Quark Server to allow for proper ventilation.
Do not place it on top of or directly underneath any other components. If you are using two Quark
Servers, each should be placed on its own isolated shelf.

. Place the included MiG Isolation Footers under your Quark Server—one in the front with the "round side"
facing up and two at the back corners with the "round side" facing down. After your Quark Server has
been powered on and operating for at least 24 hours, flip all three MiG Footers to the opposite orienta-
tion. Alternate between both configurations and listen carefully to determine which option delivers the
best audio experience in your system.

Power Up:
. Start with the red switch on the rear of the unit in the off position.

. Connect the supplied SR power cable to your Quark Server via the 15 amp IEC connection in the rear of
the unit.

. Plug the SR power cable into the wall or your Synergistic Research power conditioner.

. Connect your Quark Server to your network via the ethernet port in the rear of the unit. We highly
recommend using a Synergistic Research Ethernet cable for maximum performance.

. Connect your Quark Server to your DAC via one of the two USB ports in the rear of the unit. We highly
recommend using a Synergistic Research USB cable for maximum performance.

. Optional - Connect the “SR Ground Block” port to a Synergistic Research Active Ground Block via a
Synergistic Research ground cable only.

. Flip the red switch on the rear of the unit to on to power the Quark Server.



